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TECHNICAL DATA SHEET 
SECTION 1  

CABLE CONSTRUCTION 
SM(G-652D)-MLT-NMA-SJ-(L/ADSS)-(GY27)-12FO

Characteristics & Specifications 
No of tubes 6 tubes  

No of Fibers per tube 2 fibers  

Central Strength member 
- Material 
- Diameter 

-PE coated Reinforced Glass Fiber  
-2.5 mm 

Loose tubes 
-Material 
-Outer Diameter 
-Type of filling compound 

- Polybuteneterephteleta (PBT) 
- 2,25 mm 
- Thixotropic jelly  

Tube assembly 
-Tube layout 

-Stranding type 

-Tubes will be stranded around Cent. Strength Member    with 
symmetrically 
- Tubes will strand with SZ stranding method  

Filling  compound 
-Material - Petroleum jelly  
Core wrap 
-Material 

Core covering tape 
- Polyester Tape 

Rip cords 1 Rip cords will apply longitudinally to open cable easily 

Strength Member 
-Material  - GlassYarn  
Outer Sheath 
-Material and Thickness 
Approx. 

-High Density PE  
- 1.6 mm thickness 

Printing Legend Manufacturer Name, Production Date, Cable Code, Meter Marking. 

Drum Length 4000 meters  (  5 %) 

Cable weight (kg/km) Aprox. 110 kg 

Outer Diameter of cable Approx. 10,8 mm 

Mechanical and Environmental Characteristics 

Test Test Standard Specified Value Acceptance Criteria 

Max. Installation 
Tension 
Max.  Operation 
Tension 

IEC 60794-1-2-E1 2700N 

1620N 

reversible, fiber strain 0.33% 

Max. Operation 
Tension 

IEC 60794-1-2-E1 130 N no fiber strain, 0.05 dB 

Crush IEC 60794-1-2-E3 3500 N / 100 mm, max. 15 min 0.05 dB, no damage 

Impact IEC 60794-1-2-E4 10 Nm, 3 impacts, R= 300 mm 0.05 dB after the test 

Torsion IEC 60794-1-2-E7 1M 100N, +/- 180°, 10 cycles 0.05 dB, no damage 

Repeated Bending IEC 60794-1-2-E6 R=20x D, 100 N, 35 cycles no damage 

Cable Bend IEC 60794-1-2-E11 R=20x D, 4 turns, 3 cycles 0.05 dB, no damage 

Temperature Cycling IEC 60794-1-2-F1 -20°C to +70°C 0.05 dB/km 

Water Penetration IEC 60794-1-2-F5B sample=3m, water column=1m no water leakage in 24h 
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TECHNICAL DATA SHEET 
SECTION 2 

Attenuation for cable  

Ref (nm) Max. Increased (dB/km) 

1310 0.36 (dB/km) 
1550 0.22 (dB/km) 

Only for illustrative purpose 

1. Outer Sheath 

*Rip cord 
2. Glass Yarn 

3. Central Strength Member 

4. Core Wrapping

5. Filling Compound (cable) 

6. Tube Filling Compound 

7. Buffer Material (PBT)

8. Optical Fibers (2 fiber cores per tube)

TECHNICAL DATA SHEET 
SECTION 3 

FIBER & TUBE COLORS 

1st Tube 2nd Tube 3rd. Tube 4th. Tube 5th. Tube 6th. Tube 

Red Yellow Green Blue Violet White 

1st Fiber 2nd Fiber 1st Fiber 2nd Fiber 1st Fiber 2nd Fiber 1st Fiber 2nd Fiber 1st Fiber 2nd 
Fiber

1st Fiber 2nd Fiber

Red Natural Yellow Natural Green Natural Blue Natural Violet Natural white Natural 

*Different Color Coding for fibers and tubes is available upon customer’s request.
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TECHNICAL DATA SHEET 
SECTION 4 

OPTICAL FIBER CORE SPECIFICATIONS 

Low Water Peak Single-Mode Optical Fibre, Standard ITU-T G.652.D, (Uncoloured Fibre) 

Geometrical Characteristics 
Mode field diameter at 1310 nm  9.20 ± 0.40 m 

at 1550 nm  10.30 ± 0.50 m 
Core/Cladding concentricity ≤ 0.4 m 
Cladding diameter 125.0 ± 0.5 m 
Cladding non-circularity ≤ 0.5 % 
Coating/Cladding concentricity error ≤ 12 m 
Primary coating material 
- Diameter  

UV curable acrylate 
245 ± 5 m  (Uncoloured) 

Fibre curl radius ≥ 4.0 m 
Optical Characteristics 
Attenuation at 1310 nm  ≤ 0.334 dB/km 

at 1383 nm ≤ 0.314 dB/km*1 
at 1550 nm ≤ 0.194 dB/km 
at 1625 nm ≤ 0.224 dB/km 

*Note: Attenuation increase due to hydrogen aging at this wavelength will be 0.01 dB/km or less in accordance with IEC 
60793-2-50 test procedure 
Point discontinuity at 1310 and at 1550 nm ≤ 0.05 dB 

Cable cut-off wavelength ( cc) ≤ 1260 nm 

Zero dispersion wavelength 1300 – 1324 nm 
Zero dispersion slope ≤ 0.090 ps/nm2 x km 
Chromatic dispersion at 1550 nm ≤ 17.0 ps/nm x km 

at 1625 nm ≤ 22.0 ps/nm x km 
Fibre polarization mode dispersion ≤ 0.2 ps/ km (Uncabled fibre) 

≤ 0.08 ps/ km (PMD link design value) *2 

*1:Attenuation increases due to hydrogen aging at this wavelength will be 0.01 dB/km or less in accordance with IEC 60793-
2-50 test procedure. 
*2:Since PMD value may change when fiber is cabled, actual PMD Link design value in a cable shall be confirmed by cable 
manufacturer. Under appropriate cable design, core specification supports network design requirements for a 0.20 ps/r-km 
of maximum PMD link design value specified by ITU-T G.652D. 
Mechanical Characteristics 
Proof stress level 1.2% (120 kpsi, 0.86 GPa) 
Minimum bending radius 30 mm 
Bending induced attenuation 
1 turn on 32 mm diameter at 1550 nm ≤ 0.05 dB 
100 turn on 50 mm diameter at 1310 nm ≤ 0.05 dB 
100 turn on 50 mm diameter at 1550 nm ≤ 0.05 dB 
100 turn on 60 mm diameter at 1625 nm ≤ 0.05 dB 
Coating strip force (F) 1.3 N ≤  F ≤  8.9 N (Peak value) 

1.0 N ≤  F ≤  5.0 N (Average value) 
Dynamic tensile strength Unaged ≥ 3.8 Gpa (≥ 550 kpsi) 

Aged ≥ 3.0 Gpa (≥ 440 kpsi) 
Dynamic fatigue (nd) 20 (typical value) 
Static fatigue (ns) 20 (typical value) 
Environmental Characteristics 
Induced attenuation at 1310 nm, at 1550 nm and at 1625 nm 
-60°C ~ +85°C Temperature Cycling ≤ 0.05 dB/km 
-10°C ~ +85°C/up to 98% RH Dump Heat Cycling ≤ 0.05 dB/km 
+85°C ± 2°C Dry Heat ≤ 0.05 dB/km 
+23°C ± 2°C Water Immersion ≤ 0.05 dB/km 
Performance Characteristics 
Effective group index of refraction 1.466@1310nm/1383nm 

1.467@1550nm 
1.470@1625nm 

NOTE: Unless otherwise verified using measurement method according to international standard such like ITU-T G.650 


